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Abstract  
The goal of this paper is to give a clear summary of the literature review performed during the master thesis 
on friction welding on dissimilar materials. Of main interest for this work is the welding of steel to a ceramic 
material such as alumina (Al2O3
Almost all research articles that have been found in open literature state that welding steel to a ceramic is 
nearly impossible without using an interlayer consisting of a compatible metal. The most frequently reported 
type of weld is steel to alumina with an aluminium interlayer. For this reason the literature study included in 
this thesis, also focuses on friction welding of aluminium to steel and aluminium to ceramic. A detailed 
explanation will be given for the most challenging difficulties like the creation of a brittle intermetallic 
compound layer in a steel-aluminium weld interface and the creation of fatal thermally induced stresses in 
an aluminium-ceramic weld interface. Both of these problems must be dealt with in order to produce a 
strong bond. A redesigned rotary friction welding machine is currently being assembled and will be used for 
the experimental part of this research. 
). Because of the difficulties involved in producing a sound weld for this 
material combination, not a lot of literature is available on this topic. This paper starts with a discussion on 
the basics of friction welding and typical problems encountered in welding of steel to ceramic. 
 
Keywords friction welding, ceramics, steel, aluminium 
1 INTRODUCTION  
The main objective of the thesis is to investigate the possibility of joining dissimilar materials by means of 
friction welding. The material combination that will be studied in detail consists of steel and ceramic 
material. At first, a literature study has been conducted to get a basic understanding of the principles of 
friction welding, and of the physical phenomena which are important in welding steel to ceramics. This 
specific material combination is relatively new, but has a lot of potential applications in today’s industry. 
 
In the modern industry, there is a constant drive to make everything lighter, stronger and more durable. The 
studied material combination combines the strength, high ductility and toughness, and adaptability of steel 
with the advantages of technical ceramics, such as high hardness, wear resistance, chemical inertness, 
corrosion resistance, low thermal expansion coefficient and resistance to high temperatures. This ensemble 
of properties is especially useful in area’s like the automotive, aerospace, electronics, and nuclear 
industries. 
 
Friction welding is a solid state welding process that allows joining of specific material combinations which 
are considered unweldable by conventional techniques. In order to produce a friction weld, the two 
components are forced to rotate against each other (friction phase), thereby generating heat at the 
interface. Once the desired upset length or process time has been reached, the rubbing motion stops 
(braking phase), the pressure rises (swelling time) and the components are pressed against each other 
(forging phase) until they are cooled down. The main variables in friction welding are the rotational speed, 
the axial forces during the friction and forging phases, and the welding time. The typical relationship of 
these characteristics is shown in Fig. 1 which illustrates a direct drive friction welding process. 
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Fig. 1: Variation of the welding parameters with time in direct drive friction welding. (2) 
 
In order to make such a weld, a rotary friction welding machine has been redesigned (see Fig. 2) (2) to 
meet the specific demands of the material combination steel – ceramic. The final goal of this thesis is to use 
this machine to make successful welds between metal and ceramic bars and to investigate the integrity and 
strength of this weld by means of microscopic examination and fracture tests. 
 
 
Fig. 2: Redesign of the rotary friction welding machine (2) 
2 CHALLENGES IN FRICTION WELDING OF CERAMIC TO STEEL 
It is not straightforward to make a sound and strong bond between a ceramic material and steel. 
Sometimes the joint will prematurely break at the interface or in an adjacent area in the ceramic material [ 
(4) (5)]. This mostly happens during the cooling down phase when cracks initiate and propagate, or during 
post-welding mechanical treatments. The reasons for this observed fracture behaviour can be attributed to 
differences in thermal and mechanical properties and in the crystallographic structures of the two materials. 
 
There are three major causes related to the welding problems observed for this material combination: 
• There is an important difference in the type of atomic bond between a ceramic and steel. Bonding in 
ceramics is mainly of an ionic or covalent nature (and usually a hybrid of these), while metals have a 
metallic bonding character. 
• There is often a very big difference in thermal expansion between the two materials. Ceramics typically 
have a much lower thermal expansion coefficient. When the two parts cool down after welding, this 
induces thermal stresses at the weld interface which could lead to cracking. 
• The brittle and porous nature of ceramics makes it very hard to absorb production defects. The strength 
of a ceramic is highly dependent of its grain size and surface roughness. (6) 
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Despite these problems, joints between steel and ceramics have already been realized successfully trough 
rotary friction welding [ (3) (5)]. Fig. 9 shows that alumina (Al2O3
 
) and mild steel rods were successfully 
joined using friction welding at a rotational speed of 900 rpm. However a 1 mm thick aluminum sheet has 
been used as soft interlayer (5). 
 
Fig. 3:  Successful friction welds of alumina to mild steel  (5) 
 
A successful joint almost always contains a stress-relieving metallic interlayer that absorbs the stresses 
caused by the thermal expansion difference of the two base materials. The aluminum interlayer has been 
found to be an essential intermediate medium in the formation of a sound joint between alumina and mild 
steel. It acts as a ductile buffer which is capable of absorbing deformations and stresses related to the high 
temperature gradient during the cooling phase (5). 
 
Because of the third type of material that is introduced in the welding process, the weld geometry becomes 
even more complex. The bond now consists of two weld interfaces, namely a steel/aluminium and an 
aluminium/alumina weld interface. Both of these interfaces need to be free of defects and have a maximum 
strength in order to optimize the total bond strength. 
 
3 FRICTION WELDING OF ALUMINIUM TO STEEL 
3.1 Difficulties  
 
Joining of aluminium to steel is not easy for the following reasons (6):  
 
• Much higher melting points of steels compared to aluminium alloys. 
• Difference between the thermal expansion coefficients of steel and aluminium. 
• The very tenacious superficial oxide film on aluminium alloy, which interferes with the achievement 
of a metal-to-metal contact at the interface. 
• The formation of brittle intermetallic compounds (IMC). 
 
The most serious of these problems is the formation of brittle intermetallic compounds (IMC) resulting from 
the reaction of Al with Fe. In particular, fusion welding involves the formation of large amounts of 
intermetallic compounds in the weld metal because the steel and the aluminium alloy are mixed in the liquid 
state. This material combination is therefore considered to be unsuitable for fusion welding. Friction welding 
is a process most widely used for joining of dissimilar metals, and for aluminium to steel in particular, 
because of its high productivity and reliability of the joint performance in addition to the controllability of the 
formation of the IMC layer. The following paragraph discusses the formation of IMC layers in more detail.  
3.2 Occurrence and growth of the intermetallic compounds in rotary friction welding 
 
Tylecote (7) stated that the formation of Al-Fe intermetallic compounds at the weld interface causes a 
serious reduction of the joint strength. Wallach and Elliot (8) (9) suggested by reviewing previous papers 
that a reduction of the joint strength only occurred when the thickness of the IMC layer exceeded about 
1 µm. They also suggested that the addition of Mg to the aluminium alloy enhances the growth of the IMC 
layer and reduces the joint strength, whilst Si addition retards the growth of the IMC layer and thus 
improves the joint strength. 
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In order to get an improved insight in the growth of the intermetallic compound layer, Yamamoto et al. (10) 
(11) (12). investigated the nano-scale microstructures of the friction weld interface of aluminium alloys 
(A5052, A5083 and A1070) to low carbon steel (S10C). For all these weld trials, the tensile strength of the 
joint had a common tendency to first increase with friction time up to a maximum value, and then to 
decrease with a further increase in friction time (see Fig. 4). The maximum joint strength obtained, was 
approximately equal to the tensile strength of the (weakest) base material.  
 
 
Fig. 4: Tensile strength vs. friction time for friction welds of steel S10C to aluminium alloys A5052 (a), 
A5083 (b) and A1070 (c). P1
3.2.1 Al-oxide layer 
 resembles the friction pressure during the friction phase.  
Observations of the fracture surfaces and interfacial microstructures suggest that an Al-oxide film of 
~10 µm thickness was present at the joint interface for the shorter friction times (i.e. when the tensile 
strength increased with friction time, see Fig. 4). The tensile cracks of the test specimens propagated along 
this oxide film.  
Probably this Al-oxide layer originated from the superficial oxide film that gives the Al alloy corrosive 
resistant properties. Oxide contamination in the interface reduces the quality of the weld. This may be 
explained in terms of interface impurities, which do not permit a close contact between the base materials, 
which is necessary to obtain full bonding (13).  
3.2.2 The Al-Fe IMC layer 
When the friction time was longer than the one corresponding to the maximum joint strength (see Fig. 4), 
the Al-oxide film at the interface was not longer observed. The tensile cracks of the test specimens 
propagated through the IMC layer, which occupied almost the whole area of the interface. The relation 
between the tensile strength of the joints and the thickness of the IMC layer is shown in Fig. 5 for the three 
material combinations.  
 
Fig. 5: Relations between the tensile strength and the thickness of the IMC layer for the A5052/S10C, 
A5083/S10C, and A1070/S10C joints. 
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The tensile strength of the joints which fractured in the IMC layer was found to decrease with an increasing 
thickness of the IMC layer. This thickness increased almost proportionally to friction time at a rate 
depending on the kind of Al alloy. An increase in the friction pressure was found to enhance the growth rate 
of the IMC layer. It is clear that in order to produce a sound weld with optimal strength, the thickness of the 
IMC layer has to be controlled to stay within certain limits. Although the presence of a small amount of 
intermetallic components seem to be favourable for the weld quality, the thickness of the IMC layer must 
not exceed the proposed thickness of 1 µm. 
 
Typical IMC layers observed in the joints of steel to A5052 and A5083 Al alloy and to A1070 pure 
aluminium, are shown in Fig. 6 (a), (b), and (c), respectively.  
 
 
Fig. 6: IMC layers observed at friction-bonded interfaces: (a)A5052/S10C joint (P1=40MPa, t1=4s), (b) 
A5083/S10C joint (P1=40MPa, t1=3s), and (c) A1070/S10C joint (P1=20MPa, t1=2s). t1
3.2.3 MgAl
 resembles the 
duration of the friction phase. 
2O4
When the friction time was at its maximum (see 
 oxide layer 
Fig. 4), a magnesium-aluminium-oxide layer (MgAl204
Fig. 4
) was 
formed in addition to the intermetallic compounds. The A5083/S10C joint reached much lower tensile 
strength than that estimated from the IMC layer thickness and using the relation shown in . This result 
suggests that the MgAl204
 
 layer impaired the joint strength more seriously than the IMC layer. The 
presence of this layer can be considered as a cause for the decrease in joint strength when the friction time 
further increases. 
In order to confirm this assumption, the cross section of the fractured surface of a joint welded with a high 
friction time was observed with TEM. The observed microstructure of the fractured surface (A5083 Al-alloy 
side) is shown in Fig. 7 . 
 
 
Fig. 7: Fractured surface observed in a joint bonded at friction time of 4 s 
 
This micrograph confirmed that the fracture occurred along the MgAl2O4 layer, since this layer was observed 
along the entire fractured surface. For shorter friction times it was observed that the fracture occurred at the 
Al-oxide layer between the IMC layer and steel substrate (t1 = 1 s), and along the IMC layer (t1
 
 = 2 s). 
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These microstructures can clearly be considered to be critical factors controlling the bond strength of the 
joints obtained under the given conditions. Since the bond strength was significantly reduced by an increase 
in friction time from 2 to 4 s, the MgAl204
4 FRICTION WELDING OF ALUMINIUM TO CERAMIC 
 layer can be regarded as more harmful to the bond strength than the 
IMC layer. 
In order to reach an optimal strength of the weld interface, it is important to keep in mind that the difference 
in thermal expansion of the two welded pieces needs to be carefully controlled. The stresses induced 
during cooling down after welding can be sufficient to cause the joint to crack and prematurely fail. 
4.1 Thermally induced stresses. 
 
To investigate this phenomenon, Zimmerman et al. (13) (14) and R. Weiss (16) have made various finite 
element simulations of the heat generation throughout the weld pieces and the contact pressure 
distributions at the weld interface. The workpieces they used for the experimental validation were rods of 
10 mm diameter made of corundum ceramics (97.5% Al2O3
 
) and aluminium alloy 6061-T6.  
The optimal friction welding conditions that where applied for bonding aluminium alloy 6061-T6 and ceramic 
Al2O3
 
 are given in Table 1  and were originally established by Wlosinski et al. (2004) (14).  
 
Table 1: Friction welding conditions (Wlosinski et al., 2004) (14) 
4.1.1 Heating phase. 
 
The temperature distributions at the contact surface for different periods of frictional heating are presented 
in Fig. 8. Figure 9 shows the temperature distribution in the two joined elements as a function of friction 
time. It is clear that the temperature is not uniformly distributed over the joint interface. The outer regions of 
this interface (i.e. the most distant from the axis), remain at a lower temperature for a long time. This might 
have a negative influence on the quality of the joints in the vicinity of the outer diameter. This is confirmed 
by observing tensile test specimens, as shown in figure Fig. 11, where the whiter regions represent alumina 
particles that have been welded to the metal and the more gray regions did not form a strong bond. Also 
note that a flash is developed in the aluminium workpiece (Fig. 9), which leads to a geometrical 
discontinuity and stress concentration. 
 
 
Fig. 8: Temperature variation over the joint interface for selected values of heating time. 
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Fig. 9: Temperature distributions in the welded materials for selected values of friction time. 
 
The high temperatures and the applied friction pressure cause local plastic and thermal deformations at the 
joint interface which mainly occur in the aluminium workpiece. The ceramic does not deform significantly. 
As a result the actual contact area changes continuously. The heat flux depends on the bearing surface 
and the temperature dependent friction coefficient. For a heating time of 0.455 s the deformation (scaled up 
eight times) of the aluminium workpiece near the welding zone and the distribution of temperature and 
contact forces (dashed area), is shown in Fig. 10. 
 
Fig. 10: Deformation of Al in the vicinity of the contact zone scaled up eight times, bands of equal 
temperature and contact force distribution (time of heating 0.455 s) 
 
The contact pressure distribution is found to be close to uniform only in the last phase of friction. However, 
the regions most distant from the axis never come into contact during the friction stage. This means that the 
bond at these regions may be weaker. The pictures of fractured joints after tensile testing confirm this 
conclusion (Fig. 11). 
 
 
Fig. 11: Pictures of bonds destroyed during tensile tests. 
 
In the friction welding process it is very important to get the surfaces of the two workpieces so close 
together that atomic forces are applied. In Fig. 12 the contact pressure distribution after the flash formation 
is presented. This corresponds probably to the period the bond is created. The contact pressure distribution 
is inhomogeneous, with the smallest values occurring at the outer areas. It means that the closeness of the 
bonded surfaces is non-uniform. This can also contribute to a weaker joint in the areas most distant from 
the axis of the welded components. 
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Fig. 12: Pressure distribution on the flat contact surface during the creation of the bond. 
4.1.2 The cooling phase. 
 
When the joint is cooled down to ambient temperature after friction welding, the thermal stresses change 
their signs (from a compressive stress during expansion to a tensile stress during shrinking). The 
unbeneficial tensile stress area enlarges during the cooling period. As a result residual stresses are 
generated, which is caused mainly by different physical and mechanical properties of both joined materials. 
In Fig. 13, calculated residual equivalent stress and axial stress in a ceramic workpiece and in the vicinity of 
the contact surface are shown, as function of the radial distance. Close to the central axis the equivalent 
stress reaches its maximum value close to 150MPa. Axial tensile stresses also develop in that region (the 
maximum value reaches 120MPa). This is harmful for the joint integrity since ceramic materials cannot 
withstand high tensile loading (and certainly not in the presence of weld impurities or defects). It was indeed 
observed in the tensile test that the fractured areas of the ceramic (Fig. 11) corresponds with regions of an 
axial tensile stress appearance. The mechanical tensile strength of the welded joints was about 30MPa.  
 
 
Fig. 13: Residual stress profile in a ceramic workpiece near the bond area obtained by FEM. 
5 CONCLUSIONS 
The results of this literature study show that there are two major points that are important when it comes to 
welding steel to a ceramic material. 
 
• The use of an interlayer is necessary to reduce the amount of residual stresses that are induced 
because of the different thermomechanical properties of the workpiece. Aluminium sheet is a 
commonly used interlayer. 
• Attention is needed to control the creation of a brittle intermetallic compound layer that grows in the 
aluminium-steel weld interface in proportion to the friction time. 
 
In order to create a bond with maximum strength, these two phenomena will need to be optimized.  
 
Once the new friction welding machine is assembled and operational we can start to put these ideas into 
practice. 
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6 NOMENCLATURE 
σ Stress   [MPa] 
P1
t
 Friction pressure [MPa] 
1 
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